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BASIC DIMENSIONS

THERMOCOUPLE TEMPERATURE SENSOR   TTI-10

Type TTI-10 thermocouples are used for 
temperature measurement in different 
industrial processes.

Ranges: -50°C to 850°C

Sensors:
-Thermocouple type K (NiCr-NiAl)
-Thermocouple type J (FeCu-Ni)

Accuracy per IEC 60584:

Thermowell materials:
-EN 1.4571 / AISI 316Ti
-EN 1.4404 / AISI 316L

Type J class I (°C) class I (°C)

temperature -40< t <375 -40< t <333

tolerance ±1,5 ±2,5

temperature 375<t<750 333<t<750

tolerance ±0,004•[t] ±0,0075•[t]

Type K class I (°C) class I (°C)

temperature -40< t <375 -40< t <333

tolerance ±1,5 ±2,5

temperature 375<t<1000 333<t<1200

tolerance ±0,004•[t] ±0,0075•[t]

Maximum pressure on the thermowell:
40bar

 

L V G B d (Ø)

50mm type B 75mm G1/2'' 6mm

75mm type BIS 85mm G3/4''

type BUS 85mm 1/2'' NPT

type J 55mm as per order

as per 

order 8mm

100mm

WITH CONNECTION HEAD AND NECK
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CONNECTION SCHEMES

HEAD TYPES

Heads per DIN 43729
Materials: 
-aluminum alloy (B,BIS,BUS,J,EXD)
-polyamid PA12 antistatic (BIS)
-stainless steel (XL38)

A/

BLACK

WHITE

GREEN

WHITE
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CONFIGURATION

CODE

1. MEASURING INSERT WITH MV

WITHOUT 0

2. SENSOR ELEMENT J J

K K

2x J 2J

2x K 2K

3. LENGHT (L) 100 L100 minimum 10x diameter (d) is recomended

150 L150

200 L200

X Lx as requested

4. DIAMETER (d) 6mm 6

8mm 8

5. PROCESS CONNECTION M12x1,5 M12

G1/4'' G14

G1/2'' G12

G3/4'' G34

1/2''NPT NPT12

6. HEAD TYPE B (IP54) B

A (IP 54) A

BIS (IP65) BIS

BUS (IP65) BUS

BIS-PA12 (IP68) BIS-PA

J (IP54) J

EXD (IP68) EXD

XE38 IP(65) XE38

7. NECK LENGHT (V) 50mm 50

75mm 75

100mm 100

8. TRANSMITTER 5334A3B 5334A3B 4-20mA   

5334B3B 5334B3B 4-20mA Ex       

5331A3B 5331A3B universal 4-20mA

5331D3B 5331D3B universal 4-20mA Ex

5335A 5335A universal HART 5

5335D 5335D universal HART 5 Ex

5337A 5337A universal HART 5 or HART 7

5337D 5337D universal HART 5 or HART 7 Ex

5350A 5350A universal BUS

5350B 5350B universal BUS Ex

9. TRANSMITTER TEMPERATURE RANGE A/B A-temp. at 4mV, B- temp. at 20mV

TTI-10

type 1. 2. 3. 4. 5. 6. 7. 8. 9.

CODE: TTI-10 MV K L100 6 G12 BUS 50 / /

EXAMPLE:

 


	1: naslovna 
	2: glave+ sheme
	3: tabela narčanja

